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PREFACE

The goal of this research program is to characterize materials behavior
in relation to structural safety and reliability of pressure boundary components
for light water reactors. Specific objectives include developing an understand-
ing of elastic-plastic fracture and corrosion f-'igue crack propagation phen-
omena in terms of continuum mechanics, metaaurgical variables, and neutron
irradiation. Emphasis is placed on identifying metallurgical factors respons-
ible for radiation embrittlement of steels and on developing procedures for
embrittlement relief, including guidelines for radiation resis ant steels. The
underlying objective is the interpretation of material properties performance
to establish engineering criteria for structural reliability and long term
operation. Current work is organized into three major tasks: (1) fracture
mechanics investigations, (2) fatigue crack propagation in high-temperature,
primary reactor water, and (3) radiation sensitivity and postirradiation proper-
ties recovery. A part of the corrosion fatigue tests in Task 2 is being
performed under subcontract to the Westinghouse Electric Corporation. This
work is being coordinated with on-going research of a similar nature at NRL to
form a uniform program having common objectives.

This work is being performed at NRL by the Material Science and
Technology Division, Thermostructural Materials Branch, F. J. Loss, program
manager. NRC funding is provided by the Office of Nuclear Regulatory
Research, Metallurgy and Materials Research Branch, Milton Vagins, project
manager.
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STRUCTURAL INTEGRITY OF WATER REACTOR
PRESSURE BOUNDARY COMPONENTS

QUARTERLY PROGRESS REPORT, APR-JUN 1980

SUMMARY

I. FRACTURE MECHANICS INVESTIGATIONS

A. J-R Curve Trends of Irradiated, Low Upper Shelf Weld Metal

J-R curves have been developed from two A533-B submerged arce weld deposits.
These welds were irradiated in the HSST program and have postirradiation Charpy-V
upper shelf energies of 68 and 81J, respectively. The 1.6T-CT specimens from this
program were characterized by the single specimen compliance technique and re-
present the largest irradiated specimens ever tested in this manner. The initial
portion of the R curve can be described by a power law behavior. This confirms the
trend for reactor vessel steels observed with smaller specimens and which was first
disclosed by the authors in previous progress reports of this series. At larger crack
extensions the R curve flattens so that a power law description is unconservative. In
fact, a tearing modulus T of essentially zero was computed at the point of test
termination. However, the specimens were taken to long crack extensions, greater
than one-third of the original unbroken ligament, which may have caused the crack to
outgrow the region of J dominance and thus possibly invalidate the computed values of
J and T. Planned tests of larger (4T-CT) specimens of these welds will provide
information to assess the validity of the current results at large values of crack
extension.

II. FATIGUE CRACK PROPAGATION IN LWR MATERIALS

A. Results of Cyclic Crack Growth Rate Studies in Pressure Vessel and Piping
Steels

Fatigue crack growth rate (FCGR) data from unirradiated A508-2 steel from two
heats is compared. FCGR data from a series of 1 Hz sinusoidal waveform tests of both
irradiated and companion unirradiated specimens of A533-B and A508 is also pre-
sented. Irradiation damage does not seem to influence the data, which was produced
for a load ratio of 0.2 and a simulated PWR coolant environment. Test results for
A106 Grade C piping steel are also included and exhibit growth rates slightly lower
than those normally expected for the selected test parameters (17 mHz sinusoidal
waveform, R = 0.2).

The existence of three regions in the crack growth rate plots has been noted.
These three regions have been described by many authors for tests of other structural
steels in other environments but have never before been clearly identified for RPV
steels in PWR environments. The three regions are the result of the varying degrees
of interaction of the specimen with the environment and their location is a function of
the material, environment, and load waveform parameters. A theory of the influence
of dissolved oxygen content on the fatigue crack growth results in simulated PWR
coolant is proposed.

Manuscript submitted December 5, 1 9H0.
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B. Corrosion Fatigue Crack Growth Behavior of Pressure Vessel Steels

Testing continues in accordance with the matrix being executed jointly by
Westinghouse and NRL. Fatigue crack growth rates have been found to be equal or
lower in welds than in the corresponding base metals. In addition, it appears that
there can be significant differences in the susceptibility of different materials to
water reactor environments, and the degree of susceptibility may be a function of the
sulfur content of the steel. Specifically, it appears that low sulfur steels may display
environmental fatigue crack growth which is only slightly accelerated over air
behavior.

Static load stress corrosion cracking tests are continuing on base metals as well
as welds and heat-affected zones. Static crack extension has been found in two
separate heat-affected zones, but none has been observed in base metal or welds. Two
additional heat-affected zones are being added to those under test, to better charac-
terize the observed behavior.

111. RADIATION SENSITIVITY AND POSTIRRADIATION
PROPERTIES RECOVERY

A. Evaluation and Comparison of IAEA Coordinated Program Steels and Welds With
288-C Irradiation

The dynamic fracture toughness properties of four steel materials supplied by
France and the FRG to the IAEA Program on "Analysis of the Behavior of Advanced
Reactor Pressure Vessel Steels Under Neutron Irradiation," were established during
this period. Comparisons were made against parallel determinations for materials
supplied by Japan. Significant differences in 100 MPa ViW transition temperatures
were observed; however, a high upper shelf toughness was exhibited by all eight
materials.

B. Radiation Resistance of A508 Class 2 Forging Steels

The detrimental effects of neutron irradiation on the notch ductility and
dynamic fracture toughness of commercially produced A508 Class 2 forgings are being
assessed using Cv and PCCV test m~~ods. initial results for one forging irradiated in
two reactor assemblies to,- 2.8 x 10 n/cm , E > I MeV, indicate a high resistance to
radiation effects and a good reproducibility of experimental results. The two test
methods also show good agreement in their individual assessments of the radiation
effect on fracture resistance.

2
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RESEARCH PROGRESS

I. FRACTURE MECHANICS INVESTIGATIONS

A. J-R Curve Trends of Irradiated, Low Upper Shelf Weld Metal

F.J. Loss, B.H. Menke, A.L. Hiser, and H.E. Watson

INTRODUCTION

Previous studies have shown that A533-B submerged arc weld deposits of the
type used in the beltline region of some commercial, ligl, water reactors can exhibit
low Charpy-V (C ) upper shelf energy levels after irradiation, that is, energy levels
which lie below e8J (50 ft-lb) [1,2]. In view of this behavior emphasis in research
programs has been placed upon characterizing the fracture toughness of these steels in
order to provide a quantitative basis to assess the margin of safety during reactor
operation. The objective of the current fracture toughness program is to develop J-R
curve trends within the upper shelf regime. It is believed that these data could be
used in conjunction with a tearing instability concept as defined by Paris [3] to assess
the margin of safety against catastrophic fracture.

As part of the Heavy Section Steel Technology (HSST) Program seven A533-B
submerged arc weld deposits (61W-67W) have been irradiated [41 to provide a source of
materials having low, upper shelf energy. Compact toughness (CT) specimens of
various sizes, which include 0.5T-, 0.8T-, 1.6T-, and 4T-CT as well as Cv specimeie
were 2 irradiated in this program to nominal fluence levels of 0.6 to 1.8 x 10

n/cm > I MeV; postirradiation C upper shelf energy levels for these welds ranged
from 54 to 81J (40 to 60 ft ib) [I,]. Initial testing of the 0.5T-CT specimens has been
accomplished through a coordinated program between NRL and the Hanford Engineer-
ing Development Laboratory [6,7]. The remaining specimens from these irradiations
are being tested by NRL. The first J-R curve results from the irradiated 1.6T-CT
specimens are presented here.

EXPERIMENTAL APPROACH

J-R curves have been obtained by means of the single specimen compliance (SSC)
technique that was described in previous reports [8,9]. This method is capable of
producing well-defined R curves having little scatter among the data points. In
addition, it has been found that the crack extension must proceed uniformly through-
out the specimen thickness in order to achieve an accurate correspondence between
this quantity as predicted by the SSC technique and as measured optically after the
specimen has been broken apart [9]. Previous studies by the authors have shown that
side grooving of the specimen by 20 percent is required to achieve a straight crack-
front extension in nuclear vessel steels. In this regard, the initial tests of irradiated
0.5T-CT specimens from the subject welds using 10% side grooves [6,7] showed that
extensive crack-front tunneling resulted as the R curves were developed. Conse-
quently, a side-groove depth of 20% was chosen for the 1.6T-CT tests of these same
steels.

3



RESULTS

The first R curves from the l.6T-CT HSST specimen irradiations are shown in
Fig. 1. Test details are given in Table 1. The two weld deposits, 61WV and 62W,
represent C upper shelf energies of 68 and 81J (50 and 60 ft lb), respectively. The
test temperature of 200 0 C was chosen to be on the C upper shelf for both materials.
The crack extension (Aa) was purposely taken to large values e.g., 14 to 20 Mml, in that
this had never before been accomplished for irradiated vessel steels. Even at this long
cracok extension the crack front profile remained straight (Fig. 2) and the correspond-
ence between measured and predicted values of final crack extension was excellent.

The R curves in Fig. 1 have been corrected for crack extension using the
relationship derived by Ernst and Paris [10]

where r1 2 + 0.522 b/W
y =1 + 0.76 b/W
b = unbroken ligament
W =width
A = area under load vs load-line displacement record
a = crack length

B = net specimen thickness
N

As seen in Fig. 3, this correction is not large at small values of crack extension but it
can be quite significant for crack extension increments of 5 min or more.

Expanded R curves for Aa < 1.5 mnm are presented in Figs. 4 and 5. These curves
highlight the power law behavior exhibited at small values of crack extension. The
latter has been discussed in previous progress reports [9] where it was first
documented by the authors. It has been found convenient to fit the initial portion of
the R curve with the form:

J = C ",a n (2)

where C and n are fitted constants and Za is the crack extension. The formulation is
indicated in Figs. 4 and 5. Because of this curvature in the R curve, it is not possible
to define a unique value of tearing modulus T for these materials. For comparison
between different steels, however, we have defined an average value of T which
characterizes the R curve for a limited crack extension increment of 0.15< a< 1.5 nm
(Table 1).

As explained in Ref. 9, the power law behavior led the authors to devise a new
definition of J cwhich allows a small amount of crack extension. Specifically, J 1c is
computed from the power law fit at a point where the R curve crosses the 0.15 mmn
extension line. This definition J.I is different from that of the proposed ASTM
procedure for J lc* However, the ATM procedure was designed for multiple specimen
testing whereby the curvature in the R curve for nuclear vessel steels cannot be
readily discerned. Consequently, J I by the latter procedure is taken as the
intersection of the least squares fit to ihe data between the exclusion lines in Fig. 4
and the blunting line. As shown in Table 1, the agreement in J Ie by these two

4
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TABLE 1I Fracture Toughness Properties

Specimen CT % Side Fluence Test ba b. C
No. Size Grooves ,x 10 18 Temp. a) Shl

0\(Ti S.el
>1 MeV C mm J

61W-30 1.6 20 12 200 0.535 37.7 68-72

62W-34 1.6 20 16 200 0.519 39.0 79-81

Specimen Ia K Je T AG at A a 1.5 mm at Aa 6 mm
No. 2

NRL ASTM MPaV/E T T

61W-30 61 61 115 31 22 9 5 1.2

62W-34 88 83 137 45 31 10 6 1.1

62W-100 101 97 147 38 24 2 - -

a As defined (1) by NRL and (2) by the proposed ASTM JI standard

bKjc = [EJIc/(1-v2]/
c Averaged between 0.15 <Aa < 1.5 mm
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Fig. 2 -Fracture surface of irradiated i.J6T-CT specimen illustrating tile straight L'rack
front extension. Thle specimen was side grooved by 20 0.

74



(2,'ul/'qi-*ul) r'

" 7: I I Ii

cc

,s;

0

13)
E3)

o 4-,

o 4

o 4

131
o - -- O

U- '

cr) I- E3r

,-L-

raL i . 13

cc V
C, 0 4 g

C"!

4 4

043

co
co

I, -. " cu4
4



(2,ui/,qlu!) f

Cu Lo 2

LiC _44

2: OH 4.)

)

E C

41 4

C 1

0 A 4J C

.14 -
4 

C O

U4 tn r-

0) >
-j >- 0 0 L4Q

Icu- U.4

0 2: : V >1

C3j M- *4 . c 0 ) 0 ) .,-

x i co (a L 4 -

0.0 a- ) to
r= -- 4 E r-4 .. :sCO .)

Lfl ( ~l cm Vfl 41

U- 1 X ( to I-

-, .- t0) 0)

00C

*H (z00 LI-I -q
r.Q JJU 0 .0

CS) Ca



(2,ul/,ql-ul) r

00

U,

- 4)

100

U~U,
MIo

1 cc

0 ':2-I s

LCU. *

~I LL 4.

CV))

Liii ~ 10



procedures in quite good. In addition, the J values in Table 1 are "valid" according to
the criteria contained in the proposed ASAI~ J1 IStandard. These values have been
used to compute K icfrom the relationship:

E1 11/2

where E and,\) are Young's modulus and Poisson's ratio, respectively (Table 1). For the
weld having a 68J upper shelf energy, Kjc is 115 MPa/m (104 ksi/in).

It should be noted that the power law expression of the data in Figs. 4 and 5
cannot be extrapolated beyond the region shown; the flattening of the R curve at large
crack extensions precludes an accurate fit of the data by a power law formulation. In
fact, the value of the tearing modulus is essentially zero at the point where the test
was terminated. As shown in Fig. 6, extrapolation of this equation can lead to large
errors in J.

Figure 7 compares R curves from weld 62W generated by two different size
specimens, 0.5T- and l.6T-CT. (The result for the 0.5T-CT test is described in Ref. 6.)
The irradiation conditions and test temperatures for both specimens were similar.
While the R curves for these specimens are identical at small values of crack
extension, the curve for the 0.5 T-CT specimen appears to project a lower trend at.' a
values greater than 1.5 mm. Since the O.5T-CT specimen exhibited tunneled crack
extension it was expected that its R curve would lie above, and not below, that of the
1.6T-CT specimen. Previous studies [91 have shown that for the same size specimens,
crack-front tunneling produces an R curve which lies above that associated with a
straight crack-front extension.

Validity Criteria

There currently exist no formal validity criteria for the R curves in Fig. 1.
Hutchinson and Paris [111 have suggested that w~ 1 for validity where W = (b/J)(dJ/da).
Additionally, Shih [121 has suggested a "IJ dominated" region limited to crack
extension increments less than 6% of the unbroken ligament (0.06b). In this region the
strain field characterized by J is not substantially influenced by the magnitude of the
crack extension. For the results shown in Fig. 1, the latter would restrict the crack
extension to approximately 2 mm whereas the actual crack extension was almost an
order of magnitude greater than this proposed limit. On the other hand, the authors
have presented experimental data which show no change in the R curve when the 0.06b
criterion is violated by use of a smaller size specimen to the extent that Aa is 20% of
the unbroken ligament [13].

With respect to the w criterion, Table 1 shows w values of approximately 10 at a
crack extension of 1.5 mm for the larger-size specimens; a value of unity is attained at
aA a of approximately 6 min. From this behavior, one can conclude that the R curves
in Fig. I satisfy the w criterion for about one-third of the crack extension shown. This
region of presumed validity can be extended only through the use of larger specimens.
If the R curve is a material property within the region of validity, then the planneo
testing of irradiated 4T-CT specimens of the welds indicated in Fig. I should provide
the means with which to assess the level of w which must be satisfied by a small
specimen to predict the results of a similar but larger specimen.
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11. FATIGUE CRACK PROPAGATION IN LWR MATERIALS

A. Results of Cyclic Crack Growth Rate Studies in Pressure Vessel and Piping

Steels

W. H. Cullen, Jr., R. A. Taylor and H. E. Watson

BACKGROUND

The fatigue crack growth rate (FCGR) evaluation program at NRL consists of
several efforts which address specific topics of importance to nuclear reactor design,
in-service inspection, and continued safe operation. Several tests are being carried
out in an environment which simulates the PWR primary-loop, nuclear-core-coolant
chemistry using waveforms which describe certain transients and operational changes
in reactor pressure which may lead to subcritical extension of pre-existing flaws.
These sub-programs are as follows:

a. Main Matrix Tests (Unirradiated) - a test plan aimed at evaluation of
fatigue crack growth rates for several reactor pressure vessel steels and welds,
including both fused weld metal and heat-affected zones. This program is conducted
jointly by NRL and the Westinghouse Nuclear Energy Systems Division under a
subcontract.

b. Main Matrix Tests (Irradiated) - this plan is actually a subset of the Main
Matrix described above, and includes tests of selected specirjins of othe same mate-
rials as above, but irradiated to total fluences of 2 to 4 x 10 n/cm (>1 MeV). This
testing is also carried out in the high-temperature, PWR water environment.

c. Piping Matrix - a test plan in which several piping materials are to be
tested in the simulated PWR coolant environment. The waveforms and load ratios for
these tests are similar to those selected for the Main Matrix tests.

d. Variable Amplitude/Variable Frequency Test Matrix - a test plan which is
carried out in association with the cold leg integrity evaluation. Several specimens of
piping materials will be tested in the high-temperature, PWR water environment.

e. Supporting Tests and Extended Analysis of Data - this category includes a
variety of tests and theoretical developments which are carried out to assist in the
interpretation and application of FCGR dqta from the above test plans. Additional
FCGR tests, mechanical properties studies, stress-corrosion cracking, fractographic,
water chemistry and oxide film studies lead to the continued development of models of
fatigue crack growth in these materials in the simulated nuclear coolant environment.

TEST STATUS AND PROGRESS

The progress in each of these areas, during the past quarter, and a summary of
expected developments is described in the following sections.

a. Main Matrix Tests (Unirradiated)

The status of main matrix tests, both completed and underway, is shown in Table
2. The items tested under the Westinghouse Subcontract are reported and discussed in
a separate section. Presently, the NRL has six main matrix (unirradiated) tests
underway, and at the end of this quarter, the NRL test status was that shown in Table 3.

14



Table 2 - Main Test Matrix (Unirradiated Materials)

R =0.2 R =0.5 R 0.7
17 m Hz I min 17 m Hz 1 min 17 mHz I min

Sinewave Ramp Sinewave Ramp Sinewave Ramp

A508 5C 3(' D D IC+U S+U

A533-B 3C C+U D D 3C S+LJ

Submerged Arc Weld 2C+S 2C D D 2C C+S
Linde 80 - Weld

Linde 80 - HAZ 2C C+S D D C+S C+S
(In A508-2)

Linde 0091-Weld 3C C+S D D U+C +

Linde 0091 - HAZ C 2S D D S+U 2S
(In A533-B1)

Linde 124 - Weld 2C 2C D D 2C 2C

Linde 124 -HAZ C D D S S

(In A533-B-1)

Entries reflect combined Westinghouse and NRL effort.
S - Test scheduied
C - Test completed
D - Test deferred
U - Test underway

15
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Table 3 - Tests in Progress - 30 June 1980 - NRL

Test Stand Material Conditions

IT Autoclave Irradiated Mn-Mo Weld 17 mHz sinewave
(Linde 0091 Flux) R = 0.2

2/4T Autoclave Irradiated A508-2 17 mHz sinewave
R = 0.7

Multispecimen No. 1 A533-B 60 sec. ramp
Mn-Mo Weld (Linde 0091 Flux) I sec. reset

R = 0.2

Multispecimen No. 2 A106-C 60 sec. ramp
A508-2 I sec. reset
A533B R = 0.7

Mn-Mo Weld (Linde 0091 Flux)

Multispecimen No.3 A508-2 17 mHz sinewave
A516 R = 0.7

Mn-Mo Weld (Linde 0091 Flux)

16
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In the previous quarterly report [141, results for a 60 sec. ramp/i sec reset test of
A508-2 forging-code V82 were presented, and comparison of these results with
previously obtained results for similar tests on other heats of A508-2 indicated the V82
heat was more susceptible to environmentally-assisted fatigue crack growth. A
companion test of this V82 forging, a 17 mHz sinusoidal waveform test, was completed
during this quarter. The former results are shown in Fig. 8a, and the most recent
results in Fig. 8b. Once more, the code V82 material produced fatigue crack growth
rates higher than the R-code material although the differences for the 17 mHz test are
considerably less substantial than for the 60 sec ramp test.

b. Main Matrix Tests (Irradiated)

During this quarter, a major, and successful effort was devoted to a scoping
study aimed at a delineation of the frequency dependence of the irradiated specimens.
Recently tests of both irradiated and companion unirradiated specimens have been
carried out at a frequency of 1 Hz over a A K range beginning at ' 13 MPa-m. These
results, combined with results obtained earlier, are described below.

Data for A533-B steel in both the irradiated and unirradiated condition is shown
in Figs. 9a and b. Although the materials (codes L83 and HT) are from different heats,
and the initial A K for the HT-material tests is somewhat higher, the trend of the
results is very similar. The I Hz tests produce results residing on or near the ASME air
default line over the higher p3rtion of the A K range which was tested. The 17 mHz
results show a substantial increase in growth rate over the 1 Hz results, but since the
increase is about the same for both irradiated and unirradiated material, it appears to
be a function of the environment and cyclic period, rather than irradiation. Irradiated
specimen L83-1 was tested over a AK range which began with a value sufficiently low
that the classical-three-region behavior of corrosion fatigue crack-growth rates can be
seen [15]. Region I, or start-up behavior occurs at the lowest values of the A K range,
with crack growth rates rising to a plateau, Region II behavior, characterized by
somewhat more A K-independent growth rates then for Regions I or III. Lastly, for the
higher A K values, Region III behavior, the growth resumes a strong A K-dependence. In
this particular case, the 17 mHz test was terminated before Region III onset had been
established. This test was and, in fact, all tests were, deliberately terminated well
before fracture of the ligament remaining in the specimen (s) so that a final crack
length, as inferred from the LVDT displacement gage, could be optically confirmed
from the specimen(s) fatigue fracture surface. The three-region phenomenon is
further discussed in Section e(l).

Figure 10 presents the results of an effort to separate, if present, the effect of
irradiation time at temperature from the effect of irradiation damage itself. Speci-
men L83-19 was conditioned at 288 0 C for 1225 hours which, combined with residence
time in the autoclave prior to and during the test, closely approximates the time for
irradiations of the other L83 specimens described above. Specimen 1 3-!R was tested
in the as-received condition. Results of 1 Hz tests in reactor-grade water environment
of all three specimens (L83-1, -18, -19) are shown in Fig. 10, allowing the conclusion
that the response of the material to fatigue is essentially unaltered by irradiation or
by an equivalent time at temperature for these materials as evaluated in this study.

A similar set of tests was conducted on A508-2 material, code Q71. These re-
suilts are shown in Fig. ll. As for A533B, there is a significant increase in growth rates
for the 17 mHz waveform as opposed to the I Hz waveform, but this increase is nearly
identical to the increase shown in Fig. 9a, b and as before, is due to the influence of
the environment during the longer period waveform. Since the test on Q71-9 was
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Fig. 10 Fatigue crack growth rates vs applied cyclic stress intensity factor for (a) as-

received, (b) unirradiated, but conditioned at reactor time and temperature, and (c)

irradiated A533-B steel in high-temperature, presurized reactor-grade water. These

three overlapping data sets indicate that irradiation, under conditions of this initial

study, has an essentially insignificant effect on Ptigue 2crack growth rate. Specimen

L83-1 was irradiated to a total fluence of 3.4 x 0" n/cm I MeV.
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irradiated and unirradiated, but reactor time-and temperature-conditioned, A508-2

steel. These results are very similar to those for A533-B shown in Figs. 9 and 10. In
this case, the irradiated specimen tested at 1 H shows a slight, but measureable
decreas in cryek growth rates. Specimen Q71-1 was irraqted tq a total fluence of
3.4 x 10 n/cm > 1 MeV, Q71-9 to a total fluence of 4.5 x 10 n/cm > I MeV.
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carried out to a longer final crack length, and hence higher A K value than L83-6, the
onset and extent of Region II growth behavior is more clearly described in this case.
Note that the increase in growth rates between the 1 Hz and 17 mHz results is about a
factor of twenty, while the increase in cyclic period is about sixty. The relationship is
not, therefore, one-to-one, and in fact, if irradiation has little or no effect, we can
expect, on the basis of unirradiated results [16,171 that the 17 mHz waveform affords a
saturation or maximization of the environmental effect, for PWR environments. Thus,
the 17 mHz results of Figs. 9 and 11 represent the probable upper limits of fatigue
crack growth for the R = 0.2 constant-load-amplitude condition. The comparison of 1
Hz test results for irradiated, and unirradiated but time-and-temperature-conditioned
specimens, also shown in Fig. l indicates that the irradiated results are somewhat
lower than the unirradiated results, although the difference is not clearly greater than
the commonly accepted scatter band (a factor of about two) for similar, intralabora-
tory fatigue crack growth rate tests.

As indicated in the section on unirradiated results, the code V82 forging has
demonstrated an enhanced susceptibility to corrosion fatigue crack growth. Fortu-
nately, as shown in Fig. 12, testing of an irradiated sample of the code V82 material
produced crack growth rates nearly identical to the growth rates of an unirradiated
specimen, indicating that irradiation damage did not further aggravate an already
susceptible material. The V82-1 results are from 2T-CT specimen, and mark the
completion of the first test with an irradiated specimen of this size.

The overall result derived from this study, that irradiation does not enhance
crack growth rates at low load ratio, for simulated nuclear coolant environment, is
parallel to the earlier results for tests in high and low temperature air environments
R181. In those instances of irradiated specimen results for which the growth rates are
depressed (A508, code Q71, 1 Hz tests), this may be due to the increased yield strength
of the irradiated specimen. In those cases for which the irradiated results are slightly
higher than for comparable tests of similar materials (17 mHz tests-all cases), the
increase may be due to a synergistic effect of the environmental influence on the
radiation damaged steel, however, the variability is well within a scatter band defined
by previous growth rate evaluations for these materials. In the case of the A508-2
forging, code 1T82 , which seems to be slightly more environmentally susceptible than
the code Q71 material, irradiation did not provide any further detrimental effects. It
is important to note that for the specific sets of conditions studied (1 Hz and 17 mHz
sinusoidal waveforms, R = 0.2, PWR conditions) none of the present results exceed the
existing ASME default lines for aqueous environment fatigue crack growth.

c. Piping Test Matrix

Results from a test of A106 Grade C piping steel are shown in Fig. 13. These
results are somewhat lower in growth rates than would normally be expected of an R
- 0.2, 17 mHz sinusoidal waveform test of A508-2 or A533B steels. Testing of A106
Grade C steel at 2880C with an R = 0.7, 60 sec ramp/reset waveform continues, with
very low growth rates being realized (See Table 3).

d. Variable Amplitude Tests

During this quarter a four-specimen daisy chain of stainless and ferritic piping
steels was loaded in an autoclave and precracked in the environment. Unfortunately, a
system malfunction resulted in a massive overload of the specimens, and the test
assembly has been dismantled. Replacement specimens are being machined, and var-
iable amplitude testing will resume at the next opportunity.
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Fig. 12 -Fatigue crack growth rates vs applied cyclic stress intensity factor for
irradiated and unirradiated, as received A508-2 steel in high-temperature, pressurized
reactor-grade water. There is no observable effect of irradiati 5 from 2these initial
data. Specimen V82-1 was irradiated to a total fluene of 2.46 x 10 n/era >1 MeV.
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Fig. 13 - Fatigue crack growth rates vs applied cyclic stress intensity factor for A106
Grade C piping steel in high-temperature pressurized, reactor-grade water. These
results are slightly lower than results for comparable tests on A508-2 or A533-B
steels.
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e. Supporting Tests and Extended Analysis of Data

(1) Three-Region Crack Growth Rate Behavior

During the initial phases of this research involving high-temperature, pressurized
water environments, when test systems were being implemented and improved, and
outages and other failures were frequent, common test practice was to choose an
initial value of applied cyclic stress intensity (A K) such that relatively easily measure-
able crack extensions would occur over rather short times. Typically, for R = 0.2
and waveforms of about 60 sec periods, a A K value of 25 MPa /iii was selected. While
the results of this research produced the desired amount of seoping data on the various
materials [19], and enabled an understanding of temperature and waveform effects
[16,171, the measurement of fatigue crack growth rates for lower stress intensity
factor ranges (10-25 MPa vTT for R = 0.2) has not been adequately carried out. Now
that the reliability of test and data acquisition systems has substantially improved,
recent research has extended our understanding of fatigue crack growth rates into the
lower AK ranges.

On the basis of these recent tests, it is becoming evident that fatigue crack
growth rates for these reactor pressure vessel materials, at least for sinusoidal
waveforms and low load ratios, follow the conventional three-region behavior which
has been amply discussed in the classical presentations of stress-corrosion cracking
120] and corrosion-fatigue crack growth [21]. This is shown schematically in Fig. 14,
which has been adapted, in a simplified way, to these results. The exact onset, in
terms of AK, of the transition from Region I to Region II behavior is generally a
function of the material and the environment. The level of Region 11, in terms of
crack growth rate, is primarily a function of test frequency, all other things being
equal. The reader should note that Region I growth behavior should not be construed
as an indication of "threshold," or lower limit behavior of these fatigue crack growth
rates. The location of Region I for these data sets is simply a function of the initial
value of A K chosen for these tests; true threshold studies on these materials have only
been conducted for air environnments, with the results detailed in Ref. 21. The onset
of Region 11, the value of the growth rates throughout Region 11, and the transition of
Region II into Region III are established by the test frequency.

In illustration of this conclusion, fatigue crack growth rates for A508-2 steel are
shown in Fig. 15, together with the trend lines shown in the previous figure. At the
present time, this data describes the limits of the research completed on the extension
of data into the lower A K regime. The drafting of the trend line for the air
environment was based on work performed at Westinghouse Laboratories, in the early
1970's (21,22]. The data points which are shown are all from NRL research efforts;
some of these data sets have been published earlier [23,16]. While this set of trend
lines adequately describes the behavior of this material, there remain some aspects of
this description for which additional research would be helpful. The exact position of
the trend lines for lower values of AK, especially for longer period waveforms, is not
well established. At the NRL, efforts are now underway to measure fatigue crack
growth rates for 17 mHz (or comparable frequency) waveforms on tests for which the
initial stress intensity factor was about 15 MPa/F Similar efforts, in constant A K
tests, with A K = 16.5 MPaV/iW are underway at Babcock and Wilcox Research
Laboratories, Alliance, Ohio. The data resulting from the above two efforts should
assist in a more complete definition of the actual trends.
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Fig. 14 - Trends of fatigue crack growth rates vs applied cyclic stress intensity factor
for A508-2 forging. Region I represents the start-up regime, Region I the environ-
mentally assisted growth regime, and Region III the mechanically-driven fatigue crack
growth regime [211.
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Fig. 15 - Fatigue crack growth rates vs applied cyclic stress intensity factor for A508-
2 forging steel-code R, superposed on the trend lines of Fig. 14.
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(2) Start-Up Transient Investigation

Ordinarily, fatigue crack growth rates (da/dN), whether environmentally assisted
or not, increase monotonically with increasing applied cyclic stress intensity, "A K.
When plotted on logarithmic axes, this increase is not completely linear, which would
imply a power law equation relating da/dN and AK. Instead the data defines a
sigmoidal shape. As described previously in this section, the exact shape and position
of the sigmoid is chiefly dependent on material, environment, frequency and wave-
form. However, many tests of RPV steels in high-temperature, pressurized water
environment have produced FCGR which vary randomly, or monotonically decrease
with increasing AK. This decrease occurs often at the beginning of a test (see Fig 8b
and Figs. 4a, 43, 46, 53, 57, Ref. 19), but a few examples have been published for which
the decrease was general throughout the test, (Figs. 30, 59, 60, Ref. 19).

Several explanations have been advanced in efforts to interpret this phenomenon.
Most propose, in various ways, that the environment at the crack-tip is in a transient
rather than a steady state, and that these transients are naturally occurring at test
start-up, but may also be caused by changes in frequency or waveform, test
interruptions, or other irregularities in test practice. In an effort to more accurately
identify the causes and effects of these FCGR reversals, a change in fatigue test
start-up procedure has been initiated. Once a specimen has been installed, the
autoclave is sealed and the bulk environment is permitted to stabilize at a dissolved
oxygen level of <1 ppb. Then the specimen is cycled with a 1 Hz sinusoidal waveform,
using the test loads, such that the crack is extended for a distance of several
millimeters. Additionally, the test loads are chosen such that the I Hz cycling, or pre-
test, covers aA K range beginning with a value lower than that desired for the actual
test, and the crack is allowed to extend until that desired AK is realized. Then the
waveform is immediately converted to the shape and frequency which have been
chosen for that particular test. The crack growth rates are carefully measured during
the I Hz pre-test, as well as the actual test. The philosophy which underlies this
practice stems from the belief that the crack tip environment must stabilize under the
influence of the mechanical action of fatigue before the reliably monotonic increase in
FCGR can be expected. The crack extension occuring during the pre-test creates, in
theory, an opportunity for this steady-state behavior to develop.

In practice, the results are mixed, ranging from the best data which may be
expected, i.e., a smooth transition between the pre-test and actual test, and
monotonically increasing behavior in both regimes, to more difficult to understand
data, exhibiting wide variations and reversals. Some results are presented in Figs. 16,
17 and 18. These are graphs of crack growth rate as a function of crack length.
Presenting the data in this somewhat unorthodox format is more meaningful for this
type of study since it shows how much crack growth is necessary for the various
perturbations to smooth out. The accuracy of the graphs is further enhanced by the
acquisition of a large number of data points, a practice made possible through use of a
fully automated, computerized data acquisition system.

Figure 16 shows results from the testing of specimen Q71-9. This IT-CT specimen
had been pre-cracked in air, and then irradiated. The autoclave test involved %3 mm
of crack growth with a I Hz, sinusoidal waveform, followed immediately (within
minutes) by a conversion to a 17 mHz sinusoidal waveform. Examination of the 1 Hz
portion of the data shows that after about I mm of crack growth, the growth rate
increased sharply until Region II growth was begun. The growth rate then continued on
a significantly lower slope for about 1 mm, at which time the conversion to 17 mHz
sinusoidal waveform was applied. That the change in slope denoting entry into Region
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Fig. 16 - Fatigue crack growth rate vs crack length for irradiated A508-2 steel. This
IT-CT specimen was tested in two phases: I Hz sinusoidal waveform for about 3 mm of
crack extension, followed by a 17 mHz sinusoidal waveform for the main part of the
test. The initial crack growth rate for the 17 mHz test fails to reside as high as that
at the end of the I liz port.on of the test.
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Fig. 17 - Fatigue crack growth rate vs applied cyclic stress intensity for irradiated

A508-2 steel tested with a 1 Hz sinusoidal waveform. This is plotted on an expanded
abcissa so that the densely packed data can be better delineated. This plot indicated
that Region II behavior had been attained by specimen Q71-9 prior to conversion to a 17
mHz test frequency.
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II controlled growth is not random can be seen from comparison of these 1 Hz results
with those of specimen Q71-1 (Fig. 17). The latter is an irradiated specimen of the
same material also tested at I Hz but over the entire available A K range. The data
from the 1 Hz portion of the Q71-9 test trends right into that from Q71-1. The point
here is that the steady-state potentiokinetic relationship which results in Region 11
behavior had been established before the waveform conversion. Yet, just after the
conversion, the growth rates dropped by a factor of about three, in spite of the longer
cyclic period, which should have led, if anywhere, to even higher growth rates.
Furthermore, about 8 mm of crack extension occured before Region II behavior was
initially attained for the 17 mHz waveform.

Data from other specimeris shows different trends, helping further to confuse the
explanation of this phenomenon. As an example of a behavior somewhat inverse to
that of Q71-9, the data from specimen V82-8 is shown in Fig. 18. This is a 2T-WOL
specimen of unirradiated A508-2 steel which had been precracked in air. The
autoclave test involved about 8 mm of crack growth with a 1 Hz sinusoidal waveform,
followed immediately by a conversion to a 17 mHz sinusoidal waveform. In this case,
instead of a decrease in crack growth rate upon conversion of waveform (as in
specimen Q71-9) there is an increase by a factor of about 8. Over the next 5.5 mm of
growth, this rate decreased, then increased once more to the Region Il levels typical
of this waveform.

Observation of the crack growth behavior following a change in test frequency is
just one of several transient effects which are being currently investigated. Effects of
test interrruptions, minor overloads, and environmental irregularities, such as changes
in dissolved oxygen content are also being studied. However, the test time required to
accurately perform such evaluation is quite extensive, especially for the longer period
waveforms. Also, the enthusiasm with which this is pursued should reflect the
engineering necessity for such data, since the total number of 17 mHz frequency stress
cycles in a typical reactor lifetime is expected to be relatively small.

(3) Crack Growth Rate Dependence on Dissolved Oxygen Content

The above discussion not withstanding, the research on fatigue crack growth
rates has provided some firm conclusions about the overall trends or dependencies of
the data on temperature, waveform and load ratio. However, the variability in these
experimentally determined values can be seen in a recent review [19], and in the
results of a round robin test series (to be published in the future) conducted by the
ICCGR) Group. From the round robin results particularly, it is apparent that FGGR
tests, conducted under nominally identical conditions, can yield widely varying results,
and these disparities have been, and are, a subject of some concern. These same
results may, however, shed some light on a possible source for this variability. Briefly,
participants were asked to run two FCGR tests, at 288 0 C, in deionized water, with
test frequencies of 17 mHz and 1 Hz respectively. The 1 Hz test results reside on, or
very near, the ASME Section XI air default line, while 17 mHz results are rather evenly
scattered throughout the band defined by the ASME air and water default lines. To the
present time, only the NRL [18] and Westinghouse [24] results have been formally
released.

That the I Hz results reside on the ASME air line, and that they are reproducible,
with relatively little scatter, by the various laboratories, is not surprising, since the
frequency is high enough that environmental effects are circumvented, and the test is
short enough ( %9 hr test time) that major interruptions due to equipment malfunctions
have a low probability. Essentially, since the test began at a AK value of 27.5
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MPa mn, participants were measuring crack growth rates for Region III behavior of
this steel.

On the other hand, the 17 mHz test frquency is low enough that the bulk of the
data, from these tests, which also started at an initial A K value of 27.5 MPa V~mT
should describe Region H, or the environmentally assisted regime of the FCGR trend
lines described earlier. As a consequence, these data sets exhibit a dependence on the
characteristics of the environment, and indirectly, a dependence on test practice,
where it affected the environment or, more subtly, the environmental equilibrium at
the crack tip. In particular, the dissolved oxygen content of the environment appears
to have a strong influence on the results.

The laboratories which participated in the round robin tests can be partitioned
into three basic categories:

(a) Those who operate continuously circulating, closed, relatively small
volume autoclaves, with a proven capability to maintain less than a 1 or 2 ppb dissolved
oxygen content. These laboratories reported rather high crack growth rates (near the
ASME water line).

(b) Those who operate large volume circulating, or once through flowing
water systems, or those with newer systems which do not yet have the integrity to
maintain ultra-low dissolved oxygen levels. Although approximate, it seemns reasona-
ble, in the opinion of the authors, to assume that these autoclaves are operated at a 10
to 50 ppb dissolved oxygen level. In many cases, the laboratories in this category have
not implemented accurate dissolved oxygen analysis procedures, and the above
operating range can be neither verified or denied. As a group, these laboratories
reported rather low crack rates, compared to those laboratories in category (a) or (c).

(c) Those who attempt to simulate boiling water reactor coolant environ-
ments, and who deliberately maintain high (200 ppb or greater) levels of dissolved
oxygen. Also included in this group is a laboratory whose operating procedures
involved opening the autoclave several times during the test, to check on progress of
the fatigue crack. This procedure probably resulted in an unavoidable oxygenation of
the water in the system. As a group, the results from these laboratories reside near,
or above the ASME water default line.

The following discussion proposes a connection between the dissolved oxygen
content of the test systems and the FCGR results which were realized. The basis for
the development of this explanation can be found in the work of Indig [25]. For a
temperature of 274 0 C, Indig described an electropotential diagram for a SA333 steel-
oxygen system in which low concentrations of dissolved oxygen (DO 2) result in a low
level of corrosion potential, high DO concentrations result in a high potential, and
intermediate levels (8 to 20 ppb) dehne a very sharp transition between these two
regimes. Thus for near-zero levels of dissolved oxygen, dissolution-type reactions are
virtually insignificant, but as the oxygen level increases, dissolution activity becomes
more pronounced, essentially saturating for (in these cases) values of dissolved oxygen
greater than about 20 ppb. In a related piece of applicable evidence, Parkins [26] has
described an oxide filming process which may take place in metal-water systems
containing very low concentrations of dissolved oxygen. To describe the effect of
these electrochemical phenomena on fatigue crack growth rates, the schematic shown
in Fig. 19 can be drawn. For tests in which all variables (temperature, materials,
waveform, A. K, etc) are equal, except for DO 2 levels, fatigue crack growth rates are
found to be high, for very low (near-zero) DO 2 levels (Regime A) decreasing to

33



cia + i

cd a

(nn

0)

00

t 1

aU.-
o )

V))

ow -

o ~'o
4)4

)U

a)

o 0 w04

.~ ~~~~~( Xp~W j~ 1OI fV3~lIV

V 34C



lI

substantially lower rates for intermediatc DO 2 levels (Regime B) then trending high
again for rather large contrations of DO 2 (Regime C).

The mechanistic explanation of this combines the attributes of a hydrogen-
assisted crack growth model [16], the filming and passivation described by authors such
as Indig and Parkins, and the anodic dissolution model, recently reviewed oy Ford, [27]
which is often invoked by the researchers involved in BWR cracking problems. The
following description is aided by the curve shown in Fig. 19. This curve is intended to
represent the fatigue crack growth rates which might be expected in a (hypothetical)
test in which all external variables (A K, waveform, temperature, etc) have been fixed,
and only dissolved oxygen content allowed to vary. For this reason, the ordinate axis
is graded in arbitrary powers of ten.

For the very lowest DO 2 levels, there is not enough oxygen to cause any
significant effect, either detrimental or constructive, and the uninhibited take-up of
hydrogen species resulting from hydrolysis of the environment at the crack tip
proceeds easily. This results in a significant hydrogen-assisted fatigue crack growth
component, and as a consequence, the fatigue crack growth rates are fairly high, as
indicated by region A in Fig. 19. For small, but somcwhat significant amounts of
oxygen (about 5 to 50 ppb), the filming processes discussed by Parkins [26] passivate
the crack tip, without providing detrimental component to the cracking process. In
fact, it seems likely that the passivating action inhibits the absorption and transport of
the hydrogen into the metal matrix. Fatigue crack growth must then proceed without
either a hydrogen assistance or oxygen dissolution component, and crack growth rates
are depressed to essentially their lowest level. This is represented by region B in Fig.
19. As the oxygen content in our hypothetical experiment is increased, the oxygen
attack at the crack tip transforms from the very passivating type of oxidation to a
more aggressive reaction, involving pitting corrosion, which provides an easily
measureable acceleration to the fatigue crack growth rates. It may also be possible
that the morphology of the oxidation products which are formed at the crack tip [171
may also be porous enough that the hydrogen assistance mechanism, which had been
successfully defeated for the mid-range DO 2 levels, might be reactivated at these
higher levels, so that two detrimental mechanisms might be at work. The overall
result is the high growth rates shown by region C of Fig. 19.

To connect the model suggested above to the earlier discussion of the labor-
atories involved in the ICCGR round robin tests, the reader should note the
laboratories in category (a), with autoclaves featuring extremely low DO 2 contents,
produced rather high growth rate results, with fractographic results [17] indicating a
hydrogen asistance mechanism. Laboratories in category (b), featuring intermediate
values of DO 2 content, produced low crack growth rates, suggesting a passivated crack
tip, and category (c) laboratories produced the characteristically high crack growth
rates expected of a low-frequency test in the high-DO2 , BWR-type environments
which favor pitting and anodic dissolution mechanisms.

35



B. Corrosion Fatigue Crack Growth Behavior of Pressure Vessel Steels

W. H. Bamford* and L. J. Ceschini*

INTRODUCTION

The objective of this program is to characterize the fatigue crack growth rate
properties of ferritic pressure vessel steels exposed to PWR primary coolant environ-
ments. Two environmental chambers are being used, and the tests presently underway
are listed in Table 4. Three areas are being investigated - characterization of
weld/heat affected zone materials, study of mechanisms and starting effects, and
evaluation of static load cracking susceptibility.

TABLE 4 - Tests Underway as of June 1, 1980

Specimen (2T-CT) Loading R Ratio

D-2HAZ 17 mHz Sine Wave 0.7

R-22 17 mHz Sine Wave 0.7

During this reporting period testing was completed on the first three specimens
of a new weld being studied under the program, made with Linde 0091 flux. Further
studies have been made of the fracture surfaces of previously tested specimens, and
some discussion will be included of environmental chemistry.

A potentially important trend is now appearing in the crack growth rate results.
It appears that the susceptibility of these steels to environnmental influence is related
to the inclusion content, in particular the manganese sulfide inclusions. This trend will
be discussed both in terms of observed behavior and possible mechanisms involved.

CRACK GROWTH BEHAVIOR OF WELDS AND HEAT-AFFECTED ZONES

This reporting period saw the completion of three specimens as part of the test
matrix shown in Table 5. The specimens were all from a weld made with Linde 0091
flux, the third weld to be studied. Results of the individual specimens are shown in
Figs. 20 through 22.

It is evident from these three figures that the crack growth rates do not show
nearly as much environmental influence as earlier base metal results, represented by
the upper scatterband lines in the figures. For example, a comparison of the results in
Fig. 20 with results obtained on the two other welds studied thus far is provided in
Figs. 23 and 24.

All the test results shown in Figs. 20 through 24 are for the same simulated PWR
environment and for sinusoidal loadings at 17 mHz, or one cycle per minute. It is seen
that the test and environmental conditions are comparable, with the only diffirence
being the material themselves. Study of the material chemistries shows that there are
significant differences in the sulfur content of the Linde 0091 weld as compared in the
previous two welds tested, and this may help to explain the behavioral differences.
The chemistry of each of the welds tested thus far is given in Table 6 [28,291, and the
effects of such chemistry differences are discussed below.

Westinghouse Electric Corp.
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TABLE 5 -Test Specimens Weld and Heat-Affected Zones

Test Conditions

Material R =0.2 R =0.7

One Cycle One Min-Ramp One Cycle One Min-Ramp
Per Minute No Hold Per Minute No Hold

Linde 124 Weld C-2 C-7 C-1 C-8
(2TWOL) C-3 C-9 C-6 C-10

Linde 124 Weld HAZ
(In A533-B Cl I Plate) C-24-HAZ-1 C-23-HAZ-1

(2TCT)

Linde 80 Weld C-3-WLD C-l-WLD b C-4-WLD C-2-WLD
(2TCT) C-6-WLD C-5-1WLDb C-7-WLD

Lind" 80 Weld HAZ
(In A508 Cl 2 Forging) C-3-HAZ C-I-HAZ C-4-1IAZ C-2-HAZ

(2TCT)

Linde 0091 Weld D-1- WLD&a D-2-WLD*
(2TCT) D-3-WLDa

Linde 0091 Weld HAZ
(In A533-B Cl I Plate) D-l-HAZ

(2TCT)

a Completed during this reporting period.

b 30 sec ramnp, no hold.
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EFFECTS OF CHEMISTRY AND PRODUCT FORM

The inclusion content of the welds studied appears to be influencing the amount
of environmental acceleration obtained in corrosion fatigue crack growth rate tests.
In particular, the manganese sulfide inclusions are mneasured by the sulfur content
listed in the material chemistry. The sulfur level of 0.008 wt. percent in weld I'D-
WLD"' is significantly below the levels for the two other welds tested.

The effect of inclusions on the fatigue crack growth and toughness of A533-B
plate was recently studied by Wilson [30,311. He showed that there can be important
differences in the inclusion contents of these plates as a function of both steel making
practice and sulfur content. Lowering the sulfur content has long been known to
improve the upper shelf fracture toughness of these steels, but the effect on fatigue
crack growth had not been studied. Wilson found that high inclusion content had a
measurable effect on the crack growth rates, particularly important in crack propaga-
tion through the plate thickness. He also found that when the effect was greatest, the
crack growth rate displayed a wavy effect on a logarithmic plot of crack growth rate
versus range of stress intensity factor, adding to the scatter.

The effect of inclusions on environ mental fatigue crack growth has not been
studied systematically, but it seems that the possibility exists for a significant impact
here. The water environment could react with manganese sulfide to form polythermic
acid or hydrogen sulfide. Both of these compounds would act to lower the pHi level of
the water in the crack tip region. Even minute amounts can cause the corrosion
potential to drop very quickly, enhancing a hydrogen mechanism, which is thought to
be causing the environmental acceleration of crack growth [321. Thus the effect of
these inclusions on environmental enhancement of crack growth could be much more
important than their effect on growth in air.

This effect has also been seen in crack growth rate test results as yet
unpublished on a series of steels tested in France [331. It also is consistent with an
observation made by Cullen, et. al, in the previous progress report of this series [141.
It was reported there that a specimen from material V82 was "considerably more
susceptible to fatigue crack growth in the high temperature, pressurized water reactor
environment." The sulfur content of this forging was 0.012, about 50 percent higher
than other forging materials tested there, which showed much lower growth rates.

Same caution should be exercised here in reaching the conclusion that this effect
is fully verified. Although the observations here do seem consistent with sever'al sets
of available data, it remuins to be demonstrated that the manganese sulfide inclusions
will be able to create a crack tip environment active enough to promote hydrogen
uptake. Some pilot tests are planned to study this subject during the next report
period.

If such an effect is demonstrated, the ramifications are potentially quite
important. Large differences exist in the sulfur content of plates, forgings and welds.
In general, the allowable sulfur levels of plate material are higher than those of
forgings, as seen by the ASTM specifications in Table 6. It is also important to note
that the maximum allowable level of sulfur in both plates and forgings has recently
been reduced to 0.015 wt. percent, for reactor vessel beltline materials. In general,
the levels have decreased in recent years, as suppliers aim for increased fracture
toughness properties. Therefore, it might be expected that susceptibility to environ-
mentally assisted crack growth would be lower on steels fabricated recently.
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If susceptibility is proportional to the ,nanganese sulfide inclusions, it is possible
that wide variations in susceptibility could exist in plates of high sulfur content as
reported on the material test certificate. Thi, is because the sulfides tend to be
concentrated in the upper center of the ingot during -,olidification, and the rolling
process does not redistribute then signifioantly. Therefore, there could be areas of
both high and low susceptibility in sJlh a plate. In forgings the likelihood of this
happening is less, because the sulfur level is :,.wcr in general to begin with, and the
manufacturing process generally results in ret owil of the center of the ingot and more
uniform working of the steel. The sulfidc cont(nt of a weld is likely to be quite
uniform also, particularly those made with an nutom!)itie process.

ENVIRONMENTAL CHARACTERIZATION

The level of oxygen in the simulated PWR environment used for crack growth
rate testing has recently been a subject of considerable discussion. Therefore, it is
important to discuss both the environment of the tests and the actual operating PWR
water chemistry.

The specifications for PWR water chemistry for operating plants is given in
Table 7. The actual operational chemistry is not remarkably different from that
specified with one exception - the oxygen level. The dissolved oxygen in an operating
PWR prima y water system is actually much lower than the specification. In fact, it is
lower than I part per billion (ppb), simply because of the operational characteristics of
the system.

Therefore, to model the actual PWR system chemistry, the specification of
Table 7 can be used as a guide, with the additional requirement that oxygen be as low
as possible. The oxygen levels actually measured in Westinghouse Laboratory
autoclaves are less than five ppb, which is the limit of resolution of the measurement
method, the indigo-carmen bath sample. This low oxygen level is produced by bubbling
helium through the system for about two hours, after which the water is circulated
through the system overnight before starting to cyclically load the specimen in the
morning. The helium bubbling brings the dissolved oxygen level to about 100 ppb, and
the recirculating system causes the steel present to scavenge the remaining oxygen
overnight.

FRACTOGRAPHY

Efforts in this area have been concentrated on examination of the fracture
surfaces of the specimens of the submerged arc weld made with Linde 80 flux and the
associated heat-affected zone. Fatigue crack growth rate results from these
materials were reported previously [34] and showed a remarkable difference in
behavior which appeared to result from different loading forms as illustrated in Figs.
25 and 26. Specifically, crack growth rates in the water environment were much more
enhanced under a sinusoidal loading form than under a similarly timed ramp and reset
condition. This behavior was found for both high and low R-ratio tests and in both the
weld and heat-affected zones. This effect of loading form was not found on all steels
tested, so it is of interest to identify any differences which may exist in the fracture
surfaces.

Examination of the fracture surfaces from both high and low R ratio tests of the
weld showed no unusual features, but clearly the fracture surfaces were much more
heavily corroded in the specinens, tested under sinusoidal loadings. The same result
was found for heat-affected zone specimens which were compared. It is interesting
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TABLE 7 - Make-up Water Chemistry - Pressurized Water Reactor

Electrical Conductivity < 20 i.mhos/cm at 25 C

pH 5 to 9

Oxygen < 0.10 ppm

Chloride < 0.15 ppm

Fluoride < 0.15 ppm

Total Solids < 0.5 ppm

Carbon Dioxide < 2.0 ppm

Particulates Filtered to < 25 microns

Silica < 0.2 ppm

Li 7 OH 1 x 10-4 molal Li (- 0.68 ppm Li )

Boric Acid Variable (0 for pH = 9)
('- 1500 ppm B for pH = 5)

Hydrogen 25 to 35 cc/kg H 20
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that the sinusoidal loading consistently produced more corrosion, even when the test
required only one-third as long as a ramp-reset specimen tested under the same
conditions. No explanation for this behavior is presently evident, but investigations
are continuing.

CONSTANT LOAD K1Ic TESTING

Testing continued on bolt-loaded specimens cut from a forging, from plate, and
from two welds and their associated heat-affected zot~es. Thus far, cracking has only
occurred in the heat-affected zone specimens, and the crack propagation has not
progressed beyond that reported in the previous progress report [351.

Specimens have been machined from two other weld heat-affected zones and will
be inserted into testing chambers during the next reporting period. Further, several of
the cracked specimens will be examined fractographically during the next period.
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Ill. RADIATION SENSITIVITY AND POSTIRRADIATION
PROPERTIES RECOVERY

A. Evaluation and Comparison of IAEA Coordinated Program Steels and Welds With
288°C Irradiation

J.R. Hawthorne

BACKGROUND

The International Working Group on Reliability of Reactor Pressure Components
(IWG-RRPC), sponr.ored by the International Atomic Energy Agency (IAEA), is
conducting a coordinated study on the radiation embrittlement behavior of pressure
vessel steels [36]. A primary goal of the program is to assess the radiation behavior of
improved steels produced in various countries with the intent of demonstrating that a
careful specification of reactor steels can eliminate the problem of potential failure
including that caused by neutron irradiation and to demonstrate that knowledge has
advanced to the point where steel manufacture and welding technology can routinely
produce steel vessels of high radiation resistance [36].

The IWG-RRPC study encompasses plates, forgings and welds produced by the
Federal Republic of Germany (FRG), France and Japan and a reference pressure vessel
steel plate produced in the United States. The interests of NRL as a program
participant include determination of the irradiation characteristics of overseas steel
production, the relative radiation resistance of USA versus non-USA steel production,
and the correlation of Cv notch ductility, fracture toughness, and strength changes
produced by irradiation. Projected results will be of significant value to NRC
Regulatory Guide 1.99 for foreign steel evaluations and to vessel construction codes
since foreign steels have been employed extensively in some USA reactor vessels.

NRL radiation assessments of four materials supplied by Japan to the IWG-RRPC
study have been reported [9]. High radiation resistance was generally observed.
Radiation resistance determinations are being made using standard Charpy-V (C v ) and
fatigue precracked Charpy-V (PCCv) tests for notch ductility and dynamic fracture
toughness (K j) respectively.

PROGRESS

During this reporting period, unirradiated condition PCC tests were completed
for the program materials supplied by France (material codes FP, FF, FW) and the
FRG (material code GW). The experimental results are shown in Figs. 27 through 30
and are summarized in Table 8. As before, the determinations for K J were based on
energy absorbed to maximum load corrected for specimen and test machine compli-
ance. EPRI procedures for K J determinations were satisfied [29] and are summarized
in Table 8. Table 8 also lists C 41J and C 68J transition temperatures determinedv

earlier [131. Figures 31 to 34 show PCC resdlts for the program materials supplied by
Japan for additional comparisons. Sig'nificant differences in transition temperature
but not upper shelf level are found among the materials. It is noted that J-integral
determinations on the basis of maximum load imply the absence of stable (rising load)
crack extension. Thus, the upper shelf Kj values may overestimate the Kj at crack
initiation for these high toughness materials.
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TABLE 8 - Preirradiation Dynamic Fracture Toughness (Kj) Properties

of Program Materials Supplied by France and the FRG.

Material Source K1 00 MPaVm-  Upper Shelf Cv 41J C v 68J

(°C) (MPavf-) (°C) (°C)

Plate, Code FP France 13 315 -18 7
Forging, Code FF France 4 ?315 -'4 "-35
Weld, Code FW* France -34 ? 315 -54 -34
Weld, Code GW* FRG -34 330 -62 -51

Submerged arc (S/A) process

Additional progress during this period includes completion of the reactor
irradiation of the FRG weld deposit. The experiment containing the French materials
was disassembled during this period as well.

FUTURE PLANS

Plans for the coming quarter include the initiation of postirradiation Cv and
PCC tests for the code FP, FF, FW and GW materials and the analysis of neutron
dosinreter results.
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B. Radiation Resistance of A508 Class 2 Forging Steels

J.R. Hawthorne

BACKGROUND

A significant body of experimental data exists which shows the detrimental
effect of 288 0 C irradiation on the fracture resistance of A302-B and A533-B steel
plates. In contrast, only limited data have been developed for the irradiated condition
of A508 Class 2 and A508 Class 3 forging steels. Almost all commercial reactor
pressure vessels now in service (or under construction) have been fabricated from one
of these four steel types. Accordingly, a need exists for a data base which defines the
radiation embrittlement trend for A508 forgings for the fluence range of interest and
more importantly, which shows the extent of variable sensitivity to irradiation which
is possible for this group of materials.

Existing postirradiation data for A508 Class 2 forgings in general suggest that
this material has a lower radiation sensitivity than A302-B or A533-B plate steels. For
the latter materials, data from postirradiation dynamic tear test and drop weight tests
are available to confirm the C test indications. Similar independent confirmations of
C v test indications for A508 forgings by-in-large are not yet available.

Objectives of the present investigation are to expand the current data base for
A508 Class 2 forgings and to obtain an independent test of their radiation resistance
by comparing notch ductility and fracture toughness changes with 288 C neutron
exposure. A series of forgings from commercial production were obtained for the
study. Fatigue precracked Cv specimens (PCC ) are being used for dynamic fracture. v vtoughness (K.J) determinations wherein K.J values are based on specimen energy
absorption to maximum load as discussed in the preceding section. Compact tension
(CT) specimens are also being irradiated for future determinations of static fracture
toughness and R-curve characteristics.

PROGRESS

The forging materials have been irradiated at 288 C in two experiments in the
2MW pool reactor of the 9 tate Ufiversity of New York at Buffalo. The target neutron
fluence was ' 2.5 x 10 n/cm , E>l MeV (calculated spectrum fluence). The first
experiment (UB-21) contained C and PCC specimens of four forgings from separate
steel melts; the second experiment (UB-26Y contained C , tensile and CT specimens of
one forging (Code V82) which was chosen on the basis of the initial irradiation results.
Postirradiation testing of the V82 forging has been completed (with the exception of
CT specimens). The experimental data are presented in Figs. 35 and 36. Postirradiation
testing of the remaining three forgings has also been completed; however, unirradiated
(reference) condition data are not yet available for property comparisons.

Several observations can be made from Figs. 35 and 36. Overall, the C and PCC
data from experiments 21 and 26 are in generally good agreement and llustrae the
reproducibility of results. The fluence for experiment 21 was 2.8 x 10 n/cm ; the
fluence of experiment 26 has not yet been established but its radiation exposure time
was very similar. In Fig. 35, good radiation resistance is indicated by the relatively
small Cv transition temperature elevations measured at the 41J and 68J energy levels
and by the high Cv upper shelf retention. We note, however, tlat the r8 spective
transition temperature elevations are quite different, that is _< 11 C vs 36 C. The
preirradiation nil ductility transition (NDT) temperature for this forging determined by
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the drop weight test method, was 4°C or 40 F which corresponds to the C 34J energy
level. In Fig. 36, the PCC v test results are found to support the C findins on forging
radiation resistance. Specifically, the radiation-induced elevation in the 100 MPaV/i-
transition is on the order of only 190 C (350F); the reduction in upper shelf Kj level is
also small. Comparing Fig. 36 with Fig. 35, the sharp increase in K with temperature is
noted to take place at a C energy level of about 41J. On the other hand, the C
energy trend with temperattre shows a gradual increase in the range of 25J to 65J.
This relationship is under further investigation. Finally, tensile tests revealed very
little change in strength or ductility with irradiation. Preirradiation and postir-
radiation yield strengths at 24 0 C (single test determinations) were 463 MPa and 481
MPa, respectively; corresponding tensile strengths were 6ll MPa and 602 MPa respec-
tively. Preirradiation and postirradiation tensile elongation values for the 25.4 mm
gage length were 25.6 and 22.9 percent, respectively. Accordingly, the Cv, PCC and
tensile property changes are in good agreement on the radiation resistance of this
forging.

FUTURE PLANS

Plans for the coming reporting period include completion of reference C and
PCCv tests for forgings codes V80, V81 and BCB and the initiation of CT reference tesys for
forging V82. Material performances will be compared against metallurgical properties
in the next report of progress.
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